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DRYER

A sequential conditioning dryer with automatic loading and 
unloading, with a drum volume of 1,266 litres (63.3 Kg load 
capacity with a 1/20 ratio). 

Designed for the complete drying and conditioning of linen and 
textile products, high productivity and intensive use.

Efficiency 

The new Axial-flow system ensures that 100% of the hot air passes 
through the linen, thereby providing an extraordinary level of 
performance and efficiency. 

Spirotilt  

System patented by Girbau that increases energy savings by 
allowing the linen to be unloaded without needing to employ the 
turbine.

Ecoflow  

Recirculating the air flow reduces energy consumption and cares 
for the environment.

Optimising space 
Maintenance is carried out through the front and back of the units, 
allowing the machines to be installed without leaving a space 
between them.

Filter auto-cleaning 
A large-sized lint filter with a vibration and blowing system to 
maintain high productivity at all times. 

Infrared sensor 
Optimises drying cycles, reduces consumption and treats the linen 
delicately and precisely.

Movement precision 
Fitted with an inverter to control the speed and rotation intervals 
of the drum.

Durability 
A drum constructed of AISI-304 stainless steel. 

PLC Control 
It has an industrial controller and a touch screen that is intuitive 
and easy to program (up to 35 programs). Can be integrated into 
the washing tunnel’s BMT software.
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Main specifications
Capacity (1:20 loading ratio) kg (lbs) 63,3 (140)
Capacity (1:25 loading ratio) kg (lbs) 50,6 (112)
Drum volume dm3 (cu.ft) 1266 (44,71)
Drum diameter mm (in) 1270 (50)
Sound level dB(A) 75 dB
Gas Heating
Power (Hi) kW (BTU/h) 160 (546.428,8)
Evaporation* l/h 106,8
Drying time* min 13
Efficiency* kWh/l 1,14
Connection (2) DN-BSP 1 1/4”
Pressure (Natural Gas) mbar (in w.c.) 20 (8,0)
Pressure (Propane Gas) mbar (in w.c.) 37 (14,9)
Steam Heating
Power kW 150
Evaporation* l/h 94,2
Drying time* min 20
Efficiency* kWh/l 1,23
Input connection (6) DN-BSP 40 - 1 1/2”
Output connection (7) DN-BSP 25 - 1”
Nominal pressure bar (PSI) 10 (145)
Maximum pressure bar (PSI) 12 (174)
Steam consumption kg/h (lbs/h) 220 (485)
Thermal Oil Heating
Power kW 150
Input connection (6) DN-BSP 50 - 2”
Output connection (7) DN-BSP 50 - 2”
Nominal pressure bar (PSI) 6 (87)
Maximum pressure bar (PSI) 9 (131)
Hot oil consumption m3/h (c.f.h.) 14,7 (519)
Motors
Drum kW 2,2
Fan kW 2,2
Auxiliary Fan kW 0,55
Air outlet
Exhaust diameter (3) mm (in) 355 (14)
Maximum Air flow m3/h (c.f.h.) 4800 (169.510)
Compressed air
Connection (5) mm (in) 10 (0,39)
Nominal pressure bar (psi) 6 (87)
Nominal flow l/min (Usgal/min) 5,5 (1,45)
Water (AFS option)
Connection (4) BSP 1/2”
Nominal pressure bar (psi) 4 (58)
Nominal flow l/min (Usgal/min) 80 (21,14)
Electrical versions (1)
Gas 208-240V 3Ph 50/60Hz kW(A) 5,3 (23)
Gas 380-480V 3Ph 50/60Hz kW(A) 5,3 (13)
Steam / Thermal oil 208-240V 3Ph 50/60Hz kW(A) 4,7 (21)
Steam / Thermal oil 380-480V 3Ph 50/60Hz kW(A) 4,7 (12)
Machine dimensions
Width (L) mm (in) 1675 (65,9)
Depth (P) mm (in) 2150 (84,6)
Height G/V (h) mm (in) 3200 (126)
Height F (h) mm (in) 3525 (138,8)
Minumum ceiling height mm (in) 3985 (156,9)
Height with steps (H)
Loading height 1805mm H’ mm (in) 3380 (133,1)
Loading height 1960mm H’ mm (in) 3535 (139,2)
Loading height 2210mm H’ mm (in) 3785 (149,0)
Loading height 2455mm H’ mm (in) 4030 (158,7)
Loading height 2585mm H’ mm (in) 4160 (163,8)
Loading height 2710mm H’ mm (in) 4285 (168,7)
Weight (without suction loading)
Net kg (lbs) 1500 (3307)
Gross kg (lbs) 1630 (3593)
*1:25 - ISO 9398-2 
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